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IMPACT DRILLS

THE WORKSHOP 
WORKHORSE.   
THE WORKSHOP 
WORKHORSE.
Metabo developed the world’s first mass produced impact drill. It substantiates our 

reputation as leading manufacturer of durable, robust and technically sophisticated 

impact drills. Even today, Metabo impact drills are designed using state-of-the-art 

technology and ergonomic knowledge. Handling, operation and safety demonstrate 

the latest technology. A Metabo impact drill should therefore be part of the standard 

equipment in every workshop:  Metabo. Work. Don’t play.
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IMPACT DRILLS
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IMPACT DRILLS

THE WORKSHOP ALL-ROUNDERS.

Impact drills have a number of uses.  In hammer mode 

they come into their own when drilling ≤ 12 mm Ø bits 

into stone, concrete or brick.  In rotary only mode they are 

ideal for drilling into wood, metal, plastics and even glass.  

With the right attachments they can be used for driving in 

screws, stirring paint/plaster/mortor, polishing, sanding, 

grinding metal or removing rust.  Metabo – Designed for 

Life.

More intelligent drilling with 
Metabo “Contact” 
The tool stops automatically 

as soon as the drill tip touches 

conductive, earthed material 

(only in SBE 850 Contact).

Protection against theft 
by Metabo CODE!
The electronic security 

system protects against theft 

and unauthorised use 

(only in Sb E 600 R+L Impus 

and SBE 1010 Plus).

Metabo “Impulse” technology
No more problems with tight-

fitting or damaged screw 

heads. Perfect spot-drilling 

on smooth surfaces (only with

SB E 600 R+L Impuls and 

SBE 850 Impuls).

Optimised hammer mechanism 
Perfectly adapted to the power-

ful Marathon motor with  up 

to 57,000 impacts per minute.

Rubber-coated handle
For fatigue-free work.

Infinitely variable 
speed control
For setting the ideal 

speed without problems.

Die cast aluminium 
gear housing
Increases the service 

life of the machine. The 

machine is more robust 

and dissipates heat 

faster.  

Marathon motor 
with coil guard
The special coil guard 

and the epoxy resin 

powder coating on the 

coil winding makes the 

motor completely 

impervious to harmful 

dust. The Metabo coil 

guard also provides extra 

protection against the 

abrasive effect of dust.

Hexagon socket 
in the spindle
The screwdriver bit can 

be inserted directly into 

the spindle.

Metabo quick-action 
keyless chuck  

Simple and fast tool 

change without key.

Metabo S-automatic 
torque limiting clutch
For limiting any sudden 

reverse torque.
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 10 20 34

 10 20 34

 10 25 34

 10 25 34

 13 30 35

 13 30 35

 13 40 36

 13 40 36

 13 40 37

 13 40 37

 16 40 37

SB 560
560 Watts

SBE 560
560 Watts

Sb E 600 R+L
600 Watts

Sb E 600 R+L Impuls
600 Watts

SB 660
660 Watts

SBE 660
660 Watts

SBE 705
705 Watts

SBE 750
750 Watts

SBE 850 Impuls
850 Watts

SBE 850 Contact
850 Watts

SBE 1010 Plus
1.010 Watts

IMPACT DRILLS

PageHammer drilling in concrete/stone (Ø mm) 
   4   5   6   8   10  12  14  16  18  20 

Type and output Drilling in
 metal  wood 

max. Ø mm

Which application? Which impact drill?

For larger diameters you should choose a Metabo multihammer, 
rotary hammer or combination hammer: see pages 16–23

ideal rangeh

possible range
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SB 560 SBE 560 Sb E 600 R+L Sb E 600 R+L 
Impuls

       S turdy double-shell housing 

          Powerful impact mechanism 

          Long-life motor 

          Lightweight design prevents fatigue 

          Ergonomic housing design with large trigger button 

          Extra handle with drill depth-stop 

          Auto-stop carbon brushes 

IMPACT DRILLS

Special advantages
 Selectable impulse mode

 Variospeed (V) electronics

 Thumbwheel for preselection of 

speed

 Clockwise and anticlockwise rotation

 Geared chuck

 Quick-action keyless chuck 

Futuro Plus

 Spindle with hexagon recess for 

screwdriver bits

Comparative device characteristics
Torque 5 Nm 5 Nm 5 Nm 5 Nm

Drilling diameter in

- Concrete 12 mm 12 mm 12 mm 12 mm

- Steel 10 mm 10 mm 10 mm 10 mm

- Softwood 20 mm 20 mm 25 mm 25 mm

No-load speed 2.800 /min 0 - 2.800 /min 0 - 2.800 /min 0 - 2.800 /min

Rated input power 560 W 560 W 600 W 600 W

Output power 320 W 320 W 350 W 350 W

Rated load speed 1.700 /min 1.700 /min 1.700 /min 1.700 /min

Maximum impact rate 50.000 /min 50.000 /min 50.000 /min 50.000 /min

Collar diameter 43 mm 43 mm 43 mm 43 mm

Drilling spindle thread 1/2" -20 UNF 1/2" -20 UNF 1/2" -20 UNF 1/2" -20 UNF 

Chuck capacity 1,5 - 13 mm 1,5 - 13 mm 1,5 - 13 mm 1,5 - 13 mm

Drilling spindle with hexagon 

socket recess

1/4" (6,35 mm) 1/4" (6,35 mm) 1/4" (6,35 mm)

Weight (without mains cable) 1,7 kg 1,7 kg 1,8 kg 1,8 kg

Standard equipment Geared chuck, chuck key, 

additional handle, 

drill depth stop

Quick-action keyless 

chuck Futuro Plus, 

additional handle, drill 

depth stop, carry case

Quick-action keyless 

chuck Futuro Plus, 

additional handle, drill 

depth stop, carry case

Quick-action keyless 

chuck Futuro Plus, 

additional handle, drill 

depth stop, carry case

Type SB 560 SBE 560 Sb E 600 R+L Sb E 600 R+L Impuls
Order no. 6.00558 6.00559.50 6.06006 6.00607 

 EQUIPMENT FEATURES 

560 Watt
 Impact Drill  

SB 560

560 Watt 
Electronic 

Impact Drill 
SBE 560

600 Watt 
Electronic 

Impact Drill 
Sb E 600 R+L

600 Watt 
Electronic 

Impact Drill 
Sb E 600 R+L Impuls
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SB 660 SBE 660

          Die cast aluminum gear housing 

          Optimal cooling by axial/radial fan 

       T wo-speed gear unit 

          Powerful impact mechanism 

          Robust Metabo Marathon motor 

          Metabo S-automatic torque limiting clutch 

          Metabo winding protection grid 

          Spindle with hexagon recess for screwdriver bits 

          Ergonomic housing design for ideal handling 

          Extra handle with drill depth-stop 

          Auto-stop carbon brushes 

IMPACT DRILLS

Special advantages
 Variospeed (V) electronics

 Thumbwheel for preselection of speed

 Clockwise and anticlockwise rotation

 Geared chuck

 Quick-action keyless chuck Futuro Top

 Rubber-coated handle

Comparative device characteristics
Torque 16 Nm/6 Nm 16 Nm/6 Nm

Drilling diameter in

- Concrete 16 mm 16 mm

- Steel 13 mm/8 mm 13 mm/8 mm

- Softwood 30 mm/20 mm 30 mm/20 mm

No-load speed 1.000/3.000 /min 0 - 1.000/0 - 3.000 /min

Rated input power 660 W 660 W

Output power 380 W 380 W

Rated load speed 610/1.850 /min 610/1.850 /min

Maximum impact rate 57.000 /min 57.000 /min

Collar diameter 43 mm 43 mm

Drilling spindle thread 1/2" -20 UNF 1/2" -20 UNF 

Chuck capacity 1,5 - 13 mm 1 - 13 mm

Drilling spindle with hexagon socket recess 1/4" (6,35 mm) 1/4" (6,35 mm)

Weight (without mains cable) 2,1 kg 2,1 kg

Standard equipment Geared chuck, chuck key, additional handle, 

drill depth stop, carry case

Quick action keyless chuck Futuro Top 

or geard chuck (UK) or Futuro Plus S 2 M, 

additional handle, drill depth stop, carry case

Type SB 660 SBE 660
Order no. 6.00660.50 6.00661.50 

 EQUIPMENT FEATURES 

660 Watt 
Two-Speed Impact 

Drill SB 660

660 Watt 
Electronic Two-Speed

 Impact Drill 
SBE 660

You can find the cordless 

Metabo impact drills – for 

working without cables 

– on page 76
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SBE 705 SBE 750

IMPACT DRILLS

Special advantages
 Quick-action keyless chuck Futuro Plus

 Quick-action keyless chuck Futuro Top

 Extra handle with drill depth-stop

 Rubber coated additional handle with drill 

depth-stop

Comparative device characteristics
Torque 16 Nm/6 Nm 18 Nm/6 Nm

Drilling diameter in

- Concrete 20 mm 20 mm

- Steel 13 mm/8 mm 13 mm/8 mm

- Softwood 40 mm/25 mm 40 mm/25 mm

No-load speed 0 - 1.000/0 - 3.000 /min 0 - 1.000/0 - 3.000 /min

Rated input power 705 W 750 W

Output power 410 W 440 W

Rated load speed 560/1.700 /min 530/1.600 /min

Maximum impact rate 57.000 /min 57.000 /min

Collar diameter 43 mm 43 mm

Drilling spindle thread 1/2" -20 UNF 1/2" -20 UNF 

Chuck capacity 1,5 - 13 mm 1 - 13 mm

Drilling spindle with hexagon socket recess 1/4" (6,35 mm) 1/4" (6,35 mm)

Weight (without mains cable) 2,3 kg 2,3 kg

Standard equipment Quick-action keyless chuck Futuro Plus, 

additional handle, drill depth stop, 

carry case

Quick-action keyless chuck Futuro Top, 

additional handle, drill depth stop, 

carry case

Type SBE 705 SBE 750
Order no. 6.00709.50 6.00760.50 

 EQUIPMENT FEATURES 
          Variospeed (V) electronics 

          Thumbwheel for preselection of speed 

          Die cast aluminum gear housing 

          Optimal cooling by axial/radial fan 

          Two-speed gear unit 

          Powerful impact mechanism 

          Robust Metabo Marathon motor 

          Metabo S-automatic torque limiting clutch 

          Metabo winding protection grid 

          Clockwise and anticlockwise rotation 

          Spindle with hexagon recess for screwdriver bits 

          Ergonomic housing design for ideal handling 

          Rubber-coated handle 

          Auto-stop carbon brushes 

705 Watt 
Electronic Two-Speed 

Impact Drill 
SBE 705

750 Watt 
Electronic Two-Speed 

Impact Drill 
SBE 750
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SBE 850 Impuls SBE 1010 Plus

CODE!

SBE 850 
Contact

IMPACT DRILLS

Special advantages
 Selectable impulse mode

 Metabo "Contact" Technology

 Metabo CODE! system: electronic anti-theft 

system, activated by CODE! key (accessory)

 Vario Constamatic (VC) full-wave electronics

 Vario Tacho Constamatic (VTC) full-wave electronics

 Thumbwheel for setting the torque

 Quick-action keyless chuck

 Overload protection

 No-volt release switch

 Extra handle with drill depth-stop

 Rubber coated additional handle with drill 

depth-stop

 Brush wear indicator

Comparative device characteristics
Torque 22 Nm/9 Nm 22 Nm/9 Nm 28 Nm/10 Nm

Drilling diameter in

- Concrete 20 mm 20 mm 20 mm

- Steel 13 mm/8 mm 13 mm/8 mm 16 mm/8 mm

- Softwood 40 mm/25 mm 40 mm/25 mm 40 mm/25 mm

No-load speed 0 - 1.000/0 - 3.000 /min 0 - 1.000/0 - 3.000 /min 0 - 900/0 - 2.600 /min

Rated input power 850 W 850 W 1.010 W

Output power 480 W 480 W 610 W

Rated load speed 760/2.300 /min 760/2.300 /min 900/2.600 /min

Maximum impact rate 57.000 /min 57.000 /min 50.000 /min

Collar diameter 43 mm 43 mm 43 mm

Drilling spindle thread 1/2" -20 UNF 1/2" -20 UNF 1/2" -20 UNF 

Chuck capacity 1,5 - 13 mm 1,5 - 13 mm 1 - 13 mm

Drilling spindle with hexagon socket recess 1/4" (6,35 mm) 1/4" (6,35 mm) 1/4" (6,35 mm)

Weight (without mains cable) 2,4 kg 2,4 kg 2,4 kg

Standard equipment Quick-action keyless chuck, 

additional handle, drill depth 

stop, carry case

Quick-action keyless chuck, 

additional handle, drill depth 

stop, carry case

Quick-action keyless chuck 

Futuro Top, long additional 

handle, drill depth stop, 

carry case

Type SBE 850 Impuls SBE 850 Contact SBE 1010 Plus
Order no.

 EQUIPMENT FEATURES 
          Thumbwheel for preselection of speed 

          Die cast aluminum gear housing 

          Optimal cooling by axial/radial fan 

          Two-speed gear unit 

          Powerful impact mechanism 

          Robust Metabo Marathon motor 

          Metabo S-automatic torque limiting clutch 

          Metabo winding protection grid 

          Clockwise and anticlockwise rotation 

       S pindle with hexagon recess for screwdriver bits 

          Ergonomic housing design for ideal handling 

          Rubber-coated handle 

          Auto-stop carbon brushes 

850 Watt 
Electronic Two-Speed 

Impact Drill 
SBE 850 Impuls

850 Watt 
Electronic Two-Speed 

Impact Drill 
SBE 850 Contact

1010 Watt 
Electronic Two-Speed 

Impact Drill 
SBE 1010 Plus

                 Machine with

– Futuro Plus keyless chuck

– Futuro Top keyless chuck

6.00849.50 
6.00849.51 

6.00860.50
6.00860.51

–
6.01108.50 

.. with the Metabo CODE! system, 
protects against theft and 
unauthorised use at the 
touch of a button
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