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WATER AND PUMP TECHNOLOGY

Metabo pumps provide quality. Their high quality, corrosion-proof individual parts 

guarantee operation without problems and a long service life. That applies to almost 

everything: to sprinkling the lawn, the circulation of water in ponds or fighting high water. 

Even if you need to pump water from great depths, we have the right one for you: 

Metabo pumps are available for delivery heights of up to 60 metres. Metabo. 

Work. Don’t play.

LET THE WATER 
FLOW!
LET THE WATER 
FLOW!
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Which pump for which application?

Garden pumps

Domestic water works

Domestic water automatic 
systems

Immersion pumps

Sewage water immersion 
pumps

Deep well pumps

Pumping out, 
pumping 
empty, 

circulation of 
clear water

Automatic 
water supply 

at home

Pumping, 
pumping out, 

pumping empty, 
circulation of 
clear water

Garden 
sprinkling

Number of 
sprinklers 

up to

Garden 
watering

Groundwater 
pumping

PUMP TECHNOLOGY

P 3000 G

P 3000 S

P 3300 S

P 4000 S

P 5500 M

P 600/1600 W

HWW 3000/20 G

HWW 3000/20 S

HWW 3300/20 S

HWW 4000/20 GL

HWW 4000/20 S

HWW 4000/20 S Plus

HWW 5500/20 M

Hww 5500/50 M

HV 1600/100 W

HV 1600/100 D

HWA 3300 S

HWA 4000 S

HWA 5500 M

TP 5400

TP 5800 S

TP 6000 S

TP 7000 S

TP 19000 S

TPF 6000

TP 5000 SN

TP 7500 SI

TP 12000 SI

TDP 7500 S

PS 7000 S

PS 9000 S

PS 16000 S

PS 17000 SN

PS 24000 SG

TBP 4000 M

TBP 5000 M
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TANK CAPACITY

SUCTION CONNECTOR

Should always be 1" or larger.

Make sure to always use couplings with adjusting 

ring as well as vacuum-proof hoses.

Be particularly careful when sealing the 

suction pipe!

If the transitions leak, the pump will draw 

air into the suction pipe due to the formation 

of a vacuum.

This makes it impossible to pump water!

Before initial operation, the pump body and 

the suction pipe must be filled with water.

DISCHARGE PORT

Lay hoses as well as fixed galvanised pipes, 

copper and plastic pipes with the largest 

possible diameter. The connection between 

pump and fixed water line must have reinforced 

hoses to prevent vibration and flowing noises 

in the pipe.

STAINLESS STEEL

SUCTION HEIGHT

Maximum height, at which the water can be 

pumped. In other words, height difference 

between water surface and pump bucket wheel.

For physical reasons, it is limited to 8 metres.

DELIVERY HEIGHT

Maximum height, at which water is pressed 

upwards vertically in a 1" hose.

From this, you can derive the pressure: 

10 metres = 1 bar.

DELIVERY RATE

Maximum water quantity that can be pumped. 

Specifications for free flow from the pump without 

hose or other modifications of the cross-section.

For flushing toilets, rinsing and washing machines, 

the pump housing must be of special steel to prevent 

impurities and damage caused by rust particles.

The tank should be made of special steel if the pump 

is located in a damp shaft, a cellar or cowshed.
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Pumping 
completely dry, 
without leaving 

any residual 
water level

Pumping from 
deep sources 

and wells

Pumping out, 
pumping empty, 

circulation of 
clear or

dirty water

Pumping from 
great depths,
e.g. drill holes 

and shafts

Page

Depending on the model, approx. 24, 50 or max. 

100 litres capacity. The higher the volume, the less 

switching intervals.

PUMP GLOSSARY
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P 3000 G P 3000 S P 3300 S

GARDEN PUMPS

Comparative device characteristics
Rated input power 900 W 900 W 1.100 W

Maximum delivery rate 3.000 l/h 3.000 l/h 3.300 l/h

Maximum suction head 8,5 m 7 m 8 m

Maximum delivery height 43 m 43 m 45 m

Maximum pressure 4,3 bar 4,3 bar 4,5 bar

Suction connector 1" female thread 1" female thread 1" female thread 

Discharge port 1" female thread 1" female thread 1" female thread 

Pump housing Grey cast iron Special steel Special steel 

Drive shaft Special steel Special steel Special steel 

Number of roller wheels 1 1 1 

Weight 14 kg 10,1 kg 10,2 kg

Type P 3000 G P 3000 S P 3300 S
Order no. 0250300042 0250300130 0250330120

 EQUIPMENT FEATURES 
          Garden watering 

          Pumping, pumping out, pumping empty, circulation of clear water 

          Ground water pumping 

          Garden sprinkling up to 2 sprinklers 

Garden pump 
P 3000 G

Garden pump
P 3000 S

Garden pump 
P 3300 S
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P 4000 S P 5500 M P 600/1600 W

GARDEN PUMPS

Special advantages
 Garden sprinkling 

up to 3 sprinklers

 Garden sprinkling 

up to 4 sprinklers

 Garden sprinkling 

up to 6 sprinklers

Comparative device characteristics
Rated input power 1.300 W 1.500 W 1.600 W

Maximum delivery rate 4.000 l/h 5.500 l/h 9.000 l/h

Maximum suction head 8 m 9 m 9 m

Maximum delivery height 48 m 55 m 60 m

Maximum pressure 4,8 bar 5,5 bar 6 bar

Suction connector 1" female thread 1" female thread 1 1/2" female thread 

Discharge port 1" female thread 1" female thread 1" female thread 

Pump housing Special steel Special steel Grey cast iron 

Drive shaft Special steel Special steel Special steel 

Number of roller wheels 1 5 2 

Weight 10,5 kg 12,3 kg 28,9 kg

Type P 4000 S P 5500 M P 600/1600 W
Order no. 0250400140 0250550006 0250060009

 EQUIPMENT FEATURES 
          Garden watering 

          Pumping, pumping out, pumping empty, circulation of clear water 

          Ground water pumping 

Garden pumps 
P 4000 S

Garden pump 
P 5500 M

Garden pump 
P 600/1600 W
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HWW 3000/20 G HWW 3000/20 S HWW 3300/20 S HWW 4000/20 GLHWW 4000/20 S

Special advantages
 Garden sprinkling 

up to 2 sprinklers

 Garden sprinkling 

up to 3 sprinklers

Comparative device 
characteristics
Rated input power 900 W 900 W 1.100 W 1.300 W 1.300 W

Maximum delivery rate 3.000 l/h 3.000 l/h 3.300 l/h 4.000 l/h 4.000 l/h

Maximum suction head 8,5 m 7 m 8 m 8 m 9 m

Maximum delivery height 43 m 43 m 45 m 48 m 48 m

Maximum pressure 4,3 bar 4,3 bar 4,5 bar 4,8 bar 4,8 bar

Suction connector 1" female thread 1" female thread 1" female thread 1" female thread 1" female thread 

Discharge port 1" female thread 1" female thread 1" female thread 1" female thread 1" female thread 

Tank capacity, approx. 24 l 24 l 24 l 24 l 24 l

Pump housing Grey cast iron Special steel Special steel Special steel Grey cast iron 

Drive shaft Special steel Special steel Special steel Special steel Special steel 

Tank Steel Steel Steel Steel Steel 

Number of roller wheels 1 1 1 1 1 

Weight 19 kg 16,8 kg 17,2 kg 18,3 kg 23 kg

Domestic 
water works 

HWW 3000/20 G

Domestic 
water works 

HWW 3000/20 S

Domestic 
water works 

HWW 3300/20 S

Domestic 
water works 

HWW 4000/20 S

Domestic 
water works

HWW 4000/20 GL

DOMESTIC WATER WORKS

Type HWW 3000/20 G HWW 3000/20 S HWW 3300/20 S HWW 4000/20 S HWW 4000/ 20 GL
Order no. 0250300110 0250300120 0250330110 0250400120 0250400150

 EQUIPMENT FEATURES 
          Garden watering 

          Automatic water supply at home 

          Pumping, pumping out, pumping empty, circulation of clear water 

          For single phase alternating current 

          Groundwater pumping 
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HWW 4000/
20 S Plus

HWW 5500/20 M HWW 5500/50 M HV 1600/100 W HV 1600/100 D

DOMESTIC WATER WORKS

Special advantages
 For single phase alternating 

current

 For three phase current

 Garden sprinkling 

up to 3 sprinklers

 Garden sprinkling 

up to 4 sprinklers

 Garden sprinkling 

up to 6 sprinklers

Comparative device 
characteristics
Rated input power 1.300 W 1.500 W 1.500 W 1.600 W 1.600 W

Maximum delivery rate 4.000 l/h 5.500 l/h 5.500 l/h 9.000 l/h 9.000 l/h

Maximum suction head 8 m 9 m 9 m 9 m 9 m

Maximum delivery height 48 m 55 m 55 m 60 m 60 m

Maximum pressure 4,8 bar 5,5 bar 5,5 bar 6 bar 6 bar

Suction connector 1" female thread 1" female thread 1" female thread 1 1/2" female thread 1 1/2" female thread 

Discharge port 1" female thread 1" female thread 1" female thread 1" female thread 1" female thread 

Tank capacity, approx. 24 l 24 l 50 l 100 l 100 l

Pump housing Special steel Special steel Special steel Grey cast iron Grey cast iron 

Drive shaft Special steel Special steel Special steel Special steel Special steel 

Tank Special steel Steel Steel Steel Steel 

Number of roller wheels 1 5 5 2 2 

Weight 18,3 kg 18,8 kg 24,9 kg 48,5 kg 48,5 kg

Type HWW 4000/20 S Plus HWW 5500/20 M HWW 5500/50 M HV 1600/100 W HV 1600/100 D
Order no. 0250400130 0250550014 0250550022 0250160003 0250160011

 EQUIPMENT FEATURES 
          Garden watering 

          Automatic water supply at home 

          Pumping, pumping out, pumping empty, 

circulation of clear water 

          Groundwater pumping 

Domestic 
water works 

HWW 4000/20 S Plus

Domestic 
water works 

HWW 5500/20 M

Domestic 
water works 

HWW 5500/50 M

Domestic 
water works 

HV 1600/100 W

Domestic 
water works 

HV 1600/100 D
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HWA 5500 MHWA 3300 S HWA 4000 S

DOMESTIC WATER WORKS

NEW NEW

Special advantages
 Garden sprinkling 

up to 2 sprinklers

 Garden sprinkling 

up to 3 sprinklers

 Garden sprinkling 

up to 4 sprinklers

Comparative device characteristics
Rated input power 1.100 W 1.300 W 1.500 W

Maximum delivery rate 3.300 l/h 4.000 l/h 5.500 l/h

Maximum suction head 8 m 8 m 9 m

Maximum delivery height 45 m 48 m 55 m

Maximum pressure 4,5 bar 4,8 bar 5,5 bar

Suction connector 1" female thread 1" female thread 1" female thread 

Discharge port 1" female thread 1" female thread 1" female thread 

Pump housing Special steel Special steel Special steel 

Drive shaft Special steel Special steel Special steel 

Number of roller wheels 1 1 5 

Weight 12,2 kg 12,4 kg 12,5 kg

Type HWA 3300 S HWA 4000 S HWA 5500 M
Order no. 0250330100 0250400100 0250550030

 EQUIPMENT FEATURES 
          Garden watering 

          Automatic water supply at home 

          Pumping, pumping out, pumping empty, 

circulation of clear water 

          Groundwater pumping 

Domestic water works automatic 
system HWA 3300 S

Domestic water works automatic 
system HWA 4000 S

Domestic water works automatic 
system HWA 5500 M
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TP 5400 TP 5800 S TP 6000 S

IMMERSION PUMPS

Special advantages
 Float switch for automatic mode

Comparative device characteristics
Rated input power 200 W 220 W 250 W

Maximum delivery rate 5.400 l/h 5.800 l/h 6.000 l/h

Maximum delivery height 6 m 6 m 6 m

Maximum insertion depth 5 m 5 m 5 m

Maximum pressure 0,6 bar 0,6 bar 0,6 bar

Discharge port 1" male thread 1" male thread 1" male thread 

Pump housing Plastic Plastic Plastic 

Power cable 10 m 10 m 10 m

Number of roller wheels 1 1 1 

Weight 3 kg 3,2 kg 3,2 kg

Type TP 5400 TP 5800 S TP 6000 S
Order no. 0250540000 0250580002 0030600002

 EQUIPMENT FEATURES 
          Pumping out, pumping empty, 

circulation of clear water 

          Garden watering 

          Angle connection piece 

Immersion pump 
TP 5400

Immersion pump 
TP 5800 S

Immersion pump 
TP 6000 S
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TP 7000 S TP 19000 S TPF 6000 TP 5000 SN

IMMERSION PUMPS

Comparative device 
characteristics
Rated input power 350 W 750 W

Maximum delivery rate 7.000 l/h 19.000 l/h

Maximum delivery height 7 m 9 m

Maximum insertion depth 5 m 5 m

Maximum pressure 0,7 bar 0,9 bar

Discharge port 1 1/4" female 

thread 

1 1/4" female 

thread 

Pump housing Plastic Plastic 

Power cable 10 m 10 m

Number of roller wheels 1 1 

Weight 4,5 kg 6 kg

Type TP 7000 S TP 19000 S
Order no. 0250700008 0251300003

 EQUIPMENT FEATURES 
          Pumping out, pumping empty, circulation 

of clear water 

          Garden watering 

          Float switch for automatic mode 

          Angle connection piece 

Immersion pump 
TP 7000 S

Immersion pump 
TP 19000 S

Special advantages
 Low intake level 

up to 3 mm

 Float switch for automatic 

mode

 Sucks dry enough to wipe

 Angle connection piece 

with multi-adapter

Comparative device 
characteristics
Rated input power 250 W 300 W

Maximum delivery rate 6.000 l/h 5.000 l/h

Maximum delivery height 6 m 6 m

Maximum insertion depth 5 m 5 m

Maximum pressure 0,6 bar 0,6 bar

Discharge port 1" male thread 1" female thread 

Pump housing Plastic Special steel 

Power cable 10 m 10 m

Number of roller wheels 1 1 

Weight 3 kg 4,4 kg

Type TPF 6000 TP 5000 SN
Order no. 0030600010 0250500009

 EQUIPMENT FEATURES 
          Pumping out, pumping empty, circulation 

of clear water 

          Garden watering 

Low intake 
immersion pump 

TPF 6000

Low intake 
immersion pump 

TP 5000 SN
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TP 7500 SI TP 12000 SI TDP 7500 S

FLAT SUCTION IMMERSION PUMPS

Comparative device 
characteristics
Rated input power 300 W 600 W

Maximum delivery rate 7.500 l/h 11.700 l/h

Maximum delivery height 6,5 m 9 m

Maximum insertion depth 7 m 7 m

Maximum pressure 0,65 bar 0,9 bar

Discharge port 1 1/4" male thread 1 1/4" male thread 

Pump housing Plastic Plastic 

Power cable 10 m 10 m

Number of roller wheels 1 1 

Weight 4,2 kg 5,1 kg

Type TP 7500 SI TP 12000 SI
Order no. 0250750013 0251200009

 EQUIPMENT FEATURES 
          Pumping out, pumping empty, circulation 

of clear water 

          Garden watering 

          Built-in float switch 

          Low intake level, 2-3 mm residual water level 

          Built-in check valve and automatic bleed 

          Problem-free use in narrower shafts (20 x 20 cm) 

          Multi-adapter 

          Universal port 

Low-intake 
immersion pump 

TP 7500 SI

Low-intake 
immersion pump 

TP 12000 SI

Comparative device characteristics
Rated input power 1.000 W

Maximum delivery rate 7.500 l/h

Maximum delivery height 36 m

Maximum insertion depth 10 m

Maximum pressure 3,6 bar

Discharge port 1" female thread 

Pump housing Plastic 

Power cable 15 m

Number of roller wheels 3 

Weight 8,2 kg

Type TDP 7500 S
Order no. 0250750005

 EQUIPMENT FEATURES 
          Pumping out, pumping empty, circulation 

of clear water 

          Garden watering 

          Garden sprinkling up to 3 sprinklers 

          Pumping from deep sources and wells 

          Float switch for automatic mode 

          Multi-adapter 

Submersible 
pressure pump 

TDP 7500 S
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PS 7000 S PS 9000 S PS 16000 S PS 17000 SN

SEWAGE WATER IMMERSION PUMPS

Special advantages
 Angle connection piece with 

nozzle

Comparative device characteristics
Rated input power 450 W 500 W 900 W 1.100 W

Maximum delivery rate 7.000 l/h 9.000 l/h 16.000 l/h 17.000 l/h

Maximum delivery height 6 m 6 m 7 m 9 m

Maximum insertion depth 5 m 5 m 5 m 5 m

Maximum pressure 0,6 bar 0,6 bar 0,7 bar 0,9 bar

Discharge port 1 1/4" female thread 1 1/4" female thread 1 1/4" female thread 1 1/2" female thread 

Pump housing Plastic Plastic Plastic Special steel 

Power cable 10 m 10 m 10 m 10 m

Maximum particle size up to 20 mm 20 mm 20 mm 33 mm

Number of roller wheels 1 1 1 1 

Weight 4,3 kg 4,3 kg 6,8 kg 10,6 kg

Type PS 7000 S PS 9000 S PS 16000 S PS 17000 SN
Order no. 0250700016 0250900007 0251600007 0251700001

 EQUIPMENT FEATURES 
          Pumping out, pumping empty, circulation 

of clear and dirty water 

          Garden watering 

          Float switch for automatic mode 

Sewage water 
immersion pump 

PS 7000 S

Sewage water 
immersion pump 

PS 9000 S

Sewage water 
immersion pump 

PS 16000 S

Sewage water 
immersion pump 

PS 17000 SN
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TBP 4000 M TBP 5000 MPS 24000 SG

Comparative device 
characteristics
Rated input power 1.100 W

Mains voltage 230 V 

Maximum delivery rate 24.000 l/h

Maximum delivery height 11 m

Maximum insertion depth 10 m

Maximum pressure 1,1 bar

Discharge port 1 1/2" female thread 

Pump housing Grey cast iron 

Power cable 10 m

Maximum particle size up to 10 mm

Number of roller wheels 1 

Weight 18 kg

Type PS 24000 SG
Order no. 0250240000

 EQUIPMENT FEATURES 
          Pumping out, pumping empty, circulation 

of clear and dirty water 

          Garden watering 

          Float switch for automatic mode 

          Especially high pumping capacity, highly suitable 

for pumping sewage water, rain water, 

ground water, seepage water and drainage water 

          1 1/2" connection with delivery coupling 

Construction 
and waste 

water pump 
PS 24000 SG

CONSTRUCTION AND WASTE WATER PUMP / DEEP WELL PUMPS

Special advantages
 7-level pump running gear 

for a delivery height of max. 

55 m = 5.5 bar pressure

 Pump housing made of 

stainless steel and impact-

resistant plastic

 8-level pump running gear. 

For a delivery height of max. 

60 m = 6.6 bar pressure.

 Pump housing made of 

stainless steel

Comparative device 
characteristics
Rated input power 750 W 1.000 W

Mains voltage 230 V 230 V 

Maximum delivery rate 3.800 l/h 5.000 l/h

Maximum delivery height 55 m 60 m

Maximum insertion depth 20 m 20 m

Maximum pressure 5,5 bar 6 bar

Discharge port 1" 1" 

Pump housing Special steel/ 

plastic 

Special steel 

Power cable 20 m 20 m

Number of roller wheels 7 8 

Weight 12 kg 12,2 kg

Pump diameter 98 mm 98 mm

Type TBP 4000 M TBP 5000 M
Order no. 0250400055 0250500050

Deep 
well 

pump
TBP 4000 M

Deep 
well 

pump 
TBP 5000 M

 EQUIPMENT FEATURES 
          Especially suitable for great depths, as in bore wells 

and shafts 

          20 m connection cable for more submerged depth 

          Integrated check valve: the water in the hose cannot 

flow back to the pump 

          Solid pump head with brass thread insert and fixing eyelets 

for the drain rope (1" pump outlet) 

          Suitable for bore wells of 100 mm ø (4") W
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WATER AND PUMP TECHNOLOGY

ACCESSORIES FOR GARDEN PUMPS AND WATERING 

SYSTEMS 
  

Garden sprinklers
 Multi-functional for cleaning and fine spray irrigation

 Sturdy metal design with disc handle and locking device

 Brass connection - compatible with all commercial plug-in 

systems

 Inifinitely adjustable water quantity by separate turning knob

 Water jet can be adjusted from a hard full jet to fine atomised 

spray

 Soft plastic ring on sprinkler head for protection against 

damage

 Hand valve with stop

  

Order no.

Spray sprinkler SB 2 
Water jet continuously adjustable 

from full hard jet to fine spray

0903063122

Garden sprinkler GB 7 
7 water jet shapes from from full 

spray to fine atomised spray

0903060778

Stream lance GS 10 
10 water jet shapes from from full 

spray to fine atomised spray

Long reach, e.g. saves you having 

to step over beds

Ideal for watering flower hanging 

lamps

Length: 920 mm

0903063130

  

Garden sprinklers
 Sturdy metal design for mobile and stationary use

 Removable dirt filter to protect the sprinkler from damage 

by sand and dirt particles

 Brass coupling plug, compatible with all commercial plug 

systems

  

Order no.

Surface sprinkler FR 9 
Multifunctional for watering areas 

or small front gardens

9 sprinkler areas, from circle to 

rectangle to atomised spray

Desired sprinkler area adjustable by 

turning the sprinkler disc

Sprinkler surfaces:

Circle Ø = max. 10 m / 80 m²

Semi-circle r = max. 8 m / 100 m²

Square max. 8 x 8 m / 64 m²

Rectangle max. 16 x 2 m / 32 m²

Connection:

Brass cap nut, 3/4" female thread

Brass coupling plug 3/4" male thread

0903063149

Square sprinkler VR 18 
For sprinkling rectangular or square 

areas

18 brass nozzles for precise water 

jet guidance

Infinitely adjustable range

Built-in nozzle cleaning pin

Sprinkler surfaces: max. 330 m²

Connection:

Brass cap nut, 3/4" female thread

Brass coupling plug 3/4" male thread

0903063157

Garden hoses

  

Order no.

Garden hose set 20 metres 
 Brass fittings, compatible with all 

commercial plug systems

 Flexible food safe PVC hose with 

NTS fabric - NO TORSION SYSTEM

 No more buckling, knots, kinks or 

twining under pressure

 5 reinforced layers made of tear-

resistant Trevira-Hoechst polyester

 UV-resistant, free of cadmium and 

barium

 No algae formation, prevents 

clogging of fittings or sprinkler 

systems

Operating pressure: 10 bar

Burst pressure: 30 bar

Temperature resistant: 0° to + 60°

Consisting of:

Garden hose, 1/2" x 20 m

Brass quick-action coupling, 13 mm 

(1/2")

Brass quick-action coupling, 13 mm 

(1/2") with automatic water stop

0903063190

  

FILTER FOR GARDEN PUMPS AND DOMESTIC WATER 

WORKS / AUTOMATIC SYSTEMS 
  

Pump assembly set MSS suction connector
 All in one package with illustrated assembly instructions

 Filter to protect the pump and sprinkling systems from 

damage caused by sand and dirt particles, 28 bar bursting 

pressure

 Non-return valve: Prevents the water flowing back into 

wells or cisterns

 Ball valve (closed): Prevents the water flowing back into 

wells or into the suction area during maintenance jobs, 

e.g. filter cleaning or pump disassembly

 Quick-action coupling as connection option for suction 

hose sets

 Seal strip: Seals without hemp or sealing paste

  

Order no.

Pump assembly set MSS 310 – HWA/ P 
For mounting on the suction connector of all garden 

pumps and domestic water automatic systems with 1" 

female thread

Garden pumps and domestic water automatic systems 

require a short filter due to their lower construction 

height

Manufactured length approx. 310 mm

Consisting of:

Filter for garden pumps, short, 1" brass female thread

Washable filter insert, 80 my

Brass double nipple, 1" male thread x 1" male thread

Brass non-return valve, 1" female thread x 1" female 

thread

Nickel-plated brass ball valve, 1" female thread x 1" 

female thread

Brass quick-action coupling, 1" male thread

Thread seal strip, 12 m roll

Filter key for loosening the filter dome

0903061260
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Order no.

Pump assembly set MSS 380 – HWW 
For mounting on the suction connector of all domestic 

water works with 1" female thread

Manufactured length approx. 380 mm

Consisting of:

Filter for domestic water works, long, 1" brass female 

thread

Washable filter insert, 80 my

Brass double nipple, 1" male thread x 1" male thread

Brass non-return valve, 

1" female thread x 1" female thread

Nickel-plated brass ball valve, 

1" female thread x 1" female thread

Brass quick-action coupling, 1" male thread

Zinc-plated pipe nipple, 

1" male thread x 1" male thread x 100 mm

Thread seal strip, 12 m roll

Filter key for loosening the filter dome

0903061278

  

Pump assembly set MSD discharge port
 All in one package with illustrated assembly instructions

 Ball bib cock with nozzle: connection option for a 3/4" garden 

hose

 Cock connector: alternative connection option of a system quick-

action coupling

 Seal strip: seals without hemp or sealing paste

  

Order no.

Pump assembly set MSD 200 – HWW/P 
with protective cap for the easy filling of the pump 

body with water (e.g. watering can)

for mounting on the discharge port of all garden pumps 

and domestic water works with 1" female thread

Manufactured length approx. 200 mm

Consisting of:

Zinc-plated pipe nipple, 

1" male thread x 1" male thread x 100 mm

Zinc-plated T-piece, 1" female thread 

x 3/4 female thread x 1" female thread

Brass, nickel-plated ball bib cock, 

3/4" female thread x 1" male thread x 3/4" nozzle

Cock connector, 1" female thread

brass quick-action coupling, 1" male thread

quick-action coupling, brass protective cap

Thread seal strip, 12 m roll

0903061251

Order no.

Pump assembly set MSD 1000 – HWA 
Wall mounting prevents leverage force from the water 

tap on the automatic domestic water systems

Pressure hose for flexible connection, 8 bar operating 

Pressure, 24 bar bursting pressure

for mounting on the discharge port of all domestic water 

works/automatic systems with 1" male thread

manufactured length approx. 1,000 mm

Consisting of:

Pressure hose 1m x 3/4"

Steel galvanised chuck jaw clamps, 23-25 mm

Brass angle hose connector 1" female thread 

x 3/4" nozzle

Hose nozzle with brass O-ring 3/4" male thread 

x 3/4" nozzle

Brass wall disc 3/4" female thread 

x 3/4" female thread

Brass, nickel-plated ball bib cock, 3/4" female thread 

x 1" male thread x 3/4" nozzle

Cock connector, 1" female thread

Thread seal strip, 12m roll

0903061243

  

Spare rubber gaskets

  

Order no.

 Spare rubber gasket for the angle 

hose connector for pump assembly 

set MSD 1000

Ø 30 x 21 x 4 mm

0903063750

  

Armoured hose
 For connection to the suction/discharge side of all domestic 

water works/automatic systems with 1" male/female thread on 

permanently mounted pipes

 Absorbs running noises and guarantees high safety by means 

of double deep injection on the connection fittings

 Special steel jacket 1", interior latex core

 Rust-free fittings

  

Order no.

Armoured hose 
Rust-free fittings

Consisting of:

Armoured hose, 

1" male thread x 1" female thread

Gasket, 30x23x3

Inner diameter: 25 mm

wall thickness: 4 mm

Length: 0,5 m

Operating pressure: 6 bar

Burst pressure: 18 bar

Temperature resistance: 0 - 65 °C

0903061340
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Standard suction hose sets with brass fittings
 For connection to the suction side of all garden pumps and 

domestic water works/automatic systems with 1" female/male 

thread

 Suitable for suction out of wells, cisterns, ponds or streams

 1" suction hose, transparent blue, with incorporated rigid PVC 

coil, buckling-proof and non-abrasive

 Strainer with shackle to attach a floating ball

Inner diameter: 25 mm

Wall thickness: 3,2 mm

Bending radius: 100 mm

Operating pressure: 6 bar

Burst pressure: 18 bar

Temperature resistance: 0 - 60 °C

Water column (vacuum): 7 m

  

Order no.

Standard suction hose set, 4 m 
Consisting of:

1" suction hose

Hose clamps, steel galvanised

Brass connector, 1" female thread

Brass double nipple, 1" male thread

Brass hose nozzle/O-ring, 1" male thread

Brass non-return valve, 1" female thread 

with strainer, special steel

Length: 4 m

0903061227

Standard suction hose set, 7 m 
Consisting of:

1" suction hose

Hose clamps, steel galvanised

Brass connector, 1" female thread

Brass double nipple, 1" male thread

Brass hose nozzle/O-ring, 1" male thread

Brass non-return valve, 1" female thread 

with strainer, special steel

Length: 7 m

0903061235

  

Professional suction hose sets with brass fittings, 
heavy-duty version
 For connection to the suction side of all garden pumps and 

domestic water works/automatic systems with 1" female thread

 Suitable for suction out of wells, cisterns, ponds or streams

 1" suction hose, transparent, with incorporated rigid PVC coil, 

buckling-proof and non-abrasive

 Suitable for food and drinks (drinking water and liquids with 

up to 28% alcohol content)

 Strainer with shackle to attach a floating ball

Inner diameter: 25 mm

Wall thickness: 3,4 mm

Bending radius: 112 mm

Operating pressure: 8 bar

Burst pressure: 24 bar

Temperature resistance: 0 - 65 °C

Water column (vacuum): 9 m

  

Order no.

Professional suction hose set, 1.5 m 
Consisting of:

Suction pressure hose 1"

Chuck jaw clamps, steel double galvanised

Brass suction high pressure coupling, 

1" nozzle

Brass quick-action coupling, 1" male thread

Brass hose nozzle/O-ring, 1" male thread

Length: 1,5 m

0903061197

Professional suction hose set, 4 m 
Consisting of:

Suction pressure hose 1"

Chuck jaw clamps, steel double galvanised

Brass suction high pressure coupling, 

1" nozzle

Brass quick-action coupling, 1" male thread

Brass hose nozzle/O-ring, 1" male thread

Brass non-return valve, 1" female thread 

with strainer, special steel

Length: 4 m

0903061200

Order no.

Professional suction hose set, 7 m 
Consisting of:

Suction pressure hose 1"

Chuck jaw clamps, steel double galvanised

Brass suction high pressure coupling, 

1" nozzle

Brass quick-action coupling, 1" male thread

Brass hose nozzle/O-ring, 1" male thread

Brass non-return valve, 1" female thread 

with strainer, special steel

Length: 7 m

0903061219

  

Spare rubber gaskets

  

Order no.

Rubber gasket – hose connector 
 Spare rubber gasket for the hose 

connector for the standard suction 

hose set (sealing for the double 

nipple)

Ø 28 x 24 x 2 mm

0903061332

Rubber gasket – hose nozzle 
 Spare rubber gasket for the 

hose nozzle for the standard and 

professional suction hose sets 

(sealing for the foot-operated valve)

Ø 26 x 3.5 mm

0903061324

Rubber gasket – quick-action coupling 
 Spare rubber gasket for the quick-

action coupling for the professional 

suction hose set

Ø 35 x 24 x 12 mm

0903027967

Rubber gasket – pressure coupling 
 Spare rubber gasket for the 

suction pressure coupling for the 

professional suction hose set

Ø 35 x 20 x 7 mm

0903027975

  

Rubber-metal connections for domestic water works

  

Order no.

 For mounting on the tanks of domestic water works

 Absorbs vibrations and noise

For mounting onto the tanks of domestic water works

Absorbs vibrations and noise

Ø 60 mm x 27mm

0903058625

  

Floating intake
 Suitable for suction out of cisterns, ponds or streams

 Prevents the suction of dirt particles

 Water intake in the cleanest area, just below the water surface

  

Order no.

Floating ball 
For connection to the suction hose 

sets – standard and professional

Floating ball PE / 2 eyelets, Ø 150 mm

Special steel ring, VA

0903061367

Floating intake 
For connection to 1" spiral suction 

hoses

Consisting of:

Floating ball PE / 2 eyelets, Ø 150 mm

Special steel ring, VA

Hose clamp, steel galvanised

Brass hose nozzle/O-ring, 

1" male thread

Brass non-return valve, 

1" with strainer, special steel

0903061359
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Filter for garden pumps and domestic water works/automats
 For the connection in the suction pipe of all garden pumps and 

domestic water works/automats

 The filter protects the pump and sprinkling systems from 

damage by sand and dirt particles

 Housing and lid made from shock-resistant polypropylene

 Connections with brass female threads

 Temperature resistant from 0 to 60°C
  

Order no.

Filter 1" short, without filter insert 
Garden pumps and domestic water 

automatic systems require a short 

filter due to their lower construction 

height

Height: 190 mm

Diameter: 120 mm

Water flow rate: 6.200 l/h

Burst pressure: 28 bar

Operating pressure: 8 bar

0903016450

Filter 1" short, with washable filter 
insert 
Delivery includes washable filter insert 

with nylon fabric 80 my, protects 

against ultra-fine sand and solid 

matter

Garden pumps and domestic water 

automats, require a short filter due to 

their lower height of construction

Height: 190 mm

Diameter: 120 mm

Water flow rate: 6.200 l/h

Burst pressure: 28 bar

Operating pressure: 8 bar

0903050314

Filter 1" long, without filter insert 
Height: 310 mm

Diameter: 120 mm

Water flow rate: 6.400 l/h

Burst pressure: 28 bar

Operating pressure: 8 bar

0903009250

Filter 1" long, with washable filter 
insert 
Delivery includes washable filter insert 

with nylon fabric 80 my, protects 

against ultra-fine sand and solid 

matter

Height: 310 mm

Diameter: 120 mm

Water flow rate: 6.400 l/h

Burst pressure: 28 bar

Operating pressure: 8 bar

0903050306

Filter 1 1/2" long, without filter insert 
Height: 310 mm

Diameter: 120 mm

Water flow rate: 13.800 l/h

Burst pressure: 28 bar

Operating pressure: 8 bar

0903014253

  

One-way filter insert
 Insert with twisted fibre, 20 my

 Protects pump and sprinkling systems against damage by sand 

and solid matter

  

Order no.

One-way filter insert 1" short 0903028432

One-way filter insert 1" long 0903028351

Washable filter insert
 Washable insert with nylon fabric, 80 my

 Protects pump and sprinkling systems against damage 

by ultra-fine sand and solid matter

  

Order no.

Washable filter insert 1" short 0903028440

Washable filter insert 1" long 0903028360

Washable filter insert 1 1/2" long 0903028416

  

Filter insert with activated-carbon filling
 Insert with activated-carbon filling for reducing the chlorine 

content of water

 Neutralises odour, taste and colour elements

  

Order no.

Filter insert with activated-carbon 
filling, 1" short 

0903028475

Filter insert with activated-carbon 
filling, 1" long 

0903028408

  

Filter insert with polyphosphate substitute
 Insert with polyphosphate-substitute filling for reducing the lime 

content of water

 Protects continuous flow water heater, washing and rinsing 

machines
  

Order no.

Filter insert – polyphosphate salt, 
1" short 

0903028467

Filter insert – polyphosphate salt, 
1" long 

0903028394

  

Filter accessories

  

Order no.

Filter key 
 For the loosening of the filter dome

Inner Ø, 120 mm

0903058005

Filter sealing set 
Suitable for 1" and 1 1/2" filters

Consisting of:

1x filter dome O-ring, Ø 88 x 3.5 mm

1x filter insert flat gasket, 

Ø 52 x 40 x 4 mm

2x filter insert flat gasket, 

Ø 52 x 27 x 4 mm

0903061316
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ACCESSORIES FOR THE IMMERSION PUMPS 
  

Discharge sets with fittings

  

Order no.

Discharge set 
 For the connection of all immersion pumps with 1" 

female/male thread and 1 1/4" male thread

 Also suitable for suction devices (e.g. air, dust, 

woodchips)

 1" discharge hose, black, with incorporated rigid PVC 

coil, buckling-proof and non-abrasive

Also suitable for suction devices (e.g. air, dust, woodchips)

Consisting of:

1" spiral hose

Double nipple, 1" male thread

Connector, 1" male thread

Angle connection, 2x 1" female thread + 1 1/4 male thread

Inner diameter: 25 mm

wall thickness: 3 mm

Length: 7 m

Temperature resistance: 0 - 60 °C

0903050292

Discharge set 
 For the connection of all immersion pumps with Storz 

couplings C=2"

 2" construction/industrial pump, high strength 

polyester thread, round woven, rubber-lined interior, 

corrosion-free, ozone-, decomposition- and mould-

resistant

 Light metal Storz couplings fixed in on both sides

 Couplings fixed in with special steel wire

Consisting of:

2" industrial hose

Storz couplings C=2"

Cam distance 66 mm

Inner diameter: 52 mm

wall thickness: 2,4 mm

Length: 15 m

Operating pressure: 10 bar

Burst pressure: 30 bar

Temperature resistance: 0 - 60 °C

0903061294

  

Spare rubber gaskets

  

Order no.

Rubber gasket – Storz coupling 
 Spare rubber gasket for the Storz 

coupling for the discharge set, 

dirty water immersion pumps 

(construction hose)

Ø 58 x 50 x 10 mm

0903061693

  

Multi-adapter
 For the connection of immersion pumps or domestic water 

works to discharge, suction or garden hoses

  

Order no.

Multi-adapter, 1" 
1" male thread x 

1" nozzle x 3/4" male 

thread x 3/4" nozzle

0903018410

Multi-adapter, 1 1/4" 
1 1/4" female thread x 

1 1/2" nozzle x 1" male 

thread x 1" nozzle

Double nipple, 

1 1/4" male thread

0903061677

Multi-adapter, 1 1/2" 
1 1/2" male thread x 

2" nozzle x 1 1/4" male 

thread x 1 1/2" nozzle

0903061685

  

Angle connection
 For the connection of immersion pumps to quick-action 

couplings or discharge, suction or garden hoses

  

Order no.

Angle connection, 1" female thread 
1" female thread x 

1" female thread / 1 1/4" male thread

0903019379

Angle connection, 1 1/4" male thread 
1 1/4" male thread x 

1 1/4" male thread / 1" female thread

0903053143

  

Storz coupling

  

Order no.

Storz coupling, 1 1/2" male thread 
 For the connection of dirty water 

immersion pumps to discharge 

hoses with C-Storz coupling

C=2" x 1 1/2" male thread

0903061375

Storz coupling with extension pipe 
 For the connection of dirty water 

immersion pumps to discharge 

hoses with C-Storz coupling

Ideal for PS 17000 SN

Consisting of:

Storz coupling, C=2" x 1 1/2" female 

thread

Pipe nipple, 1 1/2" male thread x 1 1/2" 

male thread - 300 mm

0903019352

  

WATER AND PUMP TECHNOLOGY
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OTHER ACCESSORIES 
  

Dry operation protection

  

Order no.

Hydromat HM 2 
 For the conversion of a garden pump to a domestic 

water automat

 Also suitable for deep well pumps and submersible 

pressure pumps

 Dry operation protection is the automatic switching 

off of the motor when the pumped liquid is absent. 

(leaky suction pipe, the running dry of the water 

reserve)

 Hydromat switches the pump on automatically 

when there is sinking water pressure and switches 

it off again when the pump’s maximum pressure is 

reached

 A change to diapham and spring neutralise the effects 

of pressure surges

 With a safety valve to prevent water leaking if the 

change to diapham is damaged

Hydromat switches the pump on automatically when 

there is declining water pressure and switches it off again 

when the pump’s maximum pressure has been reached

In this way, the pump can be operated in a particularly 

energy-efficient manner

Dry operation protection is an automatic switching off 

of the motor when the pumped liquid is absent. (leaky 

suction pipe, the running dry of the water reserve)

A change to diapham and spring neutralise the effects 

of pressure surges

With a safety valve to prevent water leaking if the 

change to diapham becomes damaged

Switch-on pressure: approx. 1.5 bar

Voltage: 230 V

Frequency: 50 / 60 Hz

Protection type: IP 65

Max. amperage: 16(8) A-1.5 kW

Max. operating pressure: 10 bar

Max. operating temperature 0° to 65° C

Max. operating temperature, 0° to 65° C

Connection:

Discharge port 1" male thread

Device connection 1" male thread

Adapter 1" IG x 1" male thread

0903063238

Dry operation protection stop switch 
 Dry operation protection for domestic water works, 

domestic water automatic systems, garden pumps, 

immersion pumps and submersible pressure pumps

 Float switch with 10 metre cable length

 When suctioning out of cisterns, ponds or streams, 

the floating stop switches the pumps on and off 

automatically depending on the water level

 Plug/socket combination

Dry operation protection for domestic water works, 

domestic water automatic systems, garden pumps, 

submersible pumps and submersible pressure pumps

When suctioning out of cisterns, ponds or streams, 

the floating stop switches the pumps on and off 

automatically depending on the water level

0903028521

Order no.

Hydrostop dry operation protection 
 As a supplementary dry operation protection for 

domestic water works

 If the pumped liquid is absent or the water pressure 

drops, the hydrostop switches the pump off 

automatically (leaky suction pipe, water reserve 

running dry)

As a supplementary dry operation protection for 

domestic water works

When the pumped liquid is absent or the water 

pressure drops, the hydrostop switches the pump off 

automatically (leaky suction pipe, the running dry of the 

water reserve)

Switch-off pressure: 0.8 bar (minimum water pressure)

Max. operating pressure: 6 bar

Temperature resistance: 0° to 35°

Connection:

Discharge port 1" female thread

Device connection 1" male thread

0903052597

  

Fabric sealing tape

  

Order no.

 Seals without hemp or sealing paste

 For metal and plastic threaded joints

Length on roll: 12 m

Width: 12 mm

Thickness: 0.1 mm

Strength 0.1 mm

0901026319
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