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SCREWDRIVERS

A screwdriver is only as good as its success in ensuring an exact match 

between machine, tool, screw and screwing application. In other words: 

no efficient work without the suitable tool. That is why Metabo offers 

an extensive, perfectly matched range of screwdrivers that you can use 

for handling large quantities of screws economically and professionally. 

Quite: Metabo. Work. Don’t play.

IF YOU ARE 
LOOKING 
FOR A SECURE 
CONNECTION.

IF YOU ARE 
LOOKING 
FOR A SECURE 
CONNECTION.
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SCREWDRIVERS

SCREWDRIVING

Joint technology is become ever more important. But the 

more significant and extensive the areas of application 

are for screws, the greater the challenges for the electri-

cal “screwdriver” tool. One should therefore pay special 

attention to finding the right one. With its extensive and 

complete range of screwdrivers, Metabo has every 

application covered.

Ergonomic design
Can be held securely, which 

enables comfortable and 

fatigue-free work.

Ten torque levels and 
rigid passage

Always the right torque 

for every screw size.

Precisely adjustable 
screw depth

Even insertion of 

screws due to precise 

adjustment options.

Marathon motor 
with coil guard
The special coil guard 

and the epoxy resin 

powder coating on the 

coil winding make the 

motor completely 

impervious to harmful 

dust. The Metabo coil 

guard also provides extra 

protection against the 

abrasive effect of dust.

Die cast aluminium 
gear housing
Increases the service 

life of the machine. The 

machine is more robust 

and dissipates heat 

faster.

Tool change with 
quick-action coupling

Easy and fast tool 

change without key.

Fully removable 
depth stop

Precise stopping of the 

tool at the pre-defined 

screw depth.

Only with Metabo! Shutoff by torque 
and/or depth stop 
Alternatively careful insertion of screws 

by torque shutoff and/or precise, flush 

insertion by depth stop shutoff 

(only with DWSW 6.3 and USE 8).

“Rigid passage“
Turning off the torque clutch enables 

working by sight or even only with depth 

stop shutoff.

The right tool for every application
Metabo offers a wide range of tools for all 

screwing applications.
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Which screwdriver for which application?

 Sheet metal 4,8 mm 5,5 mm 6,3 mm 6,3 mm

 Car area,

Sheet metal screws Sheet metal panelling, 

 fan manufacture 

 Wood 5 mm 6 mm 7 mm 8 mm

 Wood processing industry,

Wood screws Fixing fittings 

 Metal 4,8 mm 6,3 mm 6,3 mm 6,3 mm

 Locksmith’s shops, car area,

Drilling screws (Teks) Mechanical engineering 

 Wood on metal 4,8 mm 5,5 mm 6,3 mm 6,3 mm

 Garage doors,

Self-drilling wing screws interior construction,

 vehicle superstructures 

 Various materials 4,8 mm 6 mm – –

 Gypsum plaster, wood on wood or 

Dry wall screws with metal substructures in

thread tips or drill bits Interior construction, plastering,

 hall construction 

 

 Wood and chipboards 5 mm 6 mm 7 mm  8 mm

 Construction of prefabricated houses and 

Chipboard screws interior construction, joiners, carpenters 

Screws with frame pegs Masonry, concrete – – 10-mm- 14-mm-

 Interior construction for heating and    Peg diameter Peg diameter

 sanitary facilities   S 10 S 14

 Various materials 4,8 mm 4,8 mm 6,3 mm 6,3 mm

 Roof covering, facade

 panelling on wood or

 metal substructures, hall construction,

Thread rolling screw Wall panelling 

  Various materials – – 6,3 mm 6,3 mm

 Roof covering, facade

 panelling on wood or

Self-drilling screws Metal substructures, hall construction,

(with and without sealing washer) Wall panelling, vehicle superstructures 

 Metal – – M 6 M 8

 Locksmith work, metal construction,

Metric screws Mechanical engineering 

Type of screw Material and application Max. possible shank diameter of screws
  SE 4000 SE 2800 DWSE 6.3 USE 8
  400 Watts 400 Watts 550 Watts 550 Watts
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SE 4000SE 2800

SCREWDRIVERS

Special advantages
 High torque

 High speed

Comparative device characteristics
Max. tightening torque 8 Nm 6 Nm

No-load speed 0 - 2.850 /min 0 - 4.000 /min 

Rated input power 400 W 400 W

Output power 220 W 220 W

Rated load speed 1.800 /min 2.400  /min

Bit retainer Hexagon socket recess 1/4" (6.35 mm) Hexagon socket recess 1/4" (6.35 mm) 

Weight (without mains cable) 1,2 kg 1,2 kg

Standard equipment Scaffolding hook with bit case Scaffolding hook with bit case

Type SE 2800 SE 4000
Order no. 6.20003 6.20004 

 EQUIPMENT FEATURES 
          Compact, lightweight machine in pot design for permanent use 

          Ergonomic housing design for fatigue-proof operation 

          Patented quick bit change system 

          Two-piece depth stop 

          Depth stop can be fully removed for inspection during operation 

          Depth stop bush with aluminium front section 

          Precision adjustable screw depth 

          Forward and reverse running 

          Low-noise claw clutch 

          Variospeed (V) electronics 

          Removable scaffolding hook with built-in bit case 

400 Watt 
Electronic 

Screwdriver 
SE 2800

400 Watt 
Electronic 

Screwdriver 
SE 4000

NEWNEW

You can find the Metabo 

cordless drill/drivers 

– for working without 

cables – on page 70–75.
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USE 8 DWSE 6.3

Special advantages
 "Rigid passage" for pulling 

in frame pegs

 Optimum speed for 

processing self-drilled 

screws

 Long additional handle

Comparative device charac-
teristics
Max. tightening torque 40 Nm 18 Nm

No-load speed 0 - 900 /min 0 - 2.100 /min

Rated input power 550 W 550 W

Output power 290 W 290 W

Rated load speed 580 /min 1.350 /min

Bit retainer Hexagon 

socket recess 

1/4" (6.35 mm) 

Hexagon 

socket recess 

1/4" (6.35 mm) 

Weight (without mains cable) 2 kg 2 kg

Standard equipment Bit holder with 

snap ring, long 

additional handle

Bit holder with 

snap ring

Type USE 8 DWSE 6.3
Order no. 6.20002 6.20001 

 EQUIPMENT FEATURES 
          10-way adjustable torque 

          Robust Metabo Marathon motor 

          Two-piece depth stop 

          Depth stop can be fully removed for inspection during operation 

          Depth stop bush with aluminium front section 

          Precision adjustable screw depth 

          Forward and reverse running 

          Tool change with quick clutch 

          Low-noise claw clutch 

          Sand-blasted fine quality cast claw clutch for long service life 

          Variospeed (V) electronics 

          Die cast aluminium gearbox housing 

          Optimum machine cooling by axial/radial fan 

          Metabo coil guard 

          Auto-stop carbon brushes 

550 Watt 
Electronic 

Screwdriver 
USE 8

550 Watt 
Electronic 

Screwdriver 
DWSE 6.3

SCREWDRIVERS

Screw-type angle attachment

  

Order 
no.

Screw-type angle attachment 
with handle 
 Suitable for cordless screwdrivers up 
to max. 14 Nm and max. 400 rpm

 Width across corners only 30 mm

 Magnetic bit holder

 With /4" (6.35 mm) hexagonal shank

 Gears made of special steel

 Suitable for clockwise and counter-
clockwise rotation

 Supporting strap adjustable in 
12 positions

 Handle removable for mechanical use

 Screw-type angle attachment with 
105° inclination

 for inserting screws more easily at 

places difficult to reach

6.30444

Screw-type angle attachment 14 Nm 
with bit assortment 
Consisting of screw-type angle 

attachment with removable handle and 

40-piece bit assortment

Bit range comprising:

Phillips size 0, 1, 2 and 3

Pozidriv size 0, 1, 2, and 3

for slotted screws 0.6, 0.8 and 1.0 mm

for screws with square socket size 1, 2, 

and 3

With hexagon socket size 1.5, 2.0, 2.5, 

3.0, 4.0, 5.0 and 6.0 mm

With hexagon insert bit 5, 5.5, 6, 1/4" 

(6.35 mm), 7, 8, 9, 3/8" (9.53 mm) and 

10 mm

Torx size TX 7, 8, 9, 10, 15, 20, 25, 27 

and 30

Joining piece 25 mm

2 extensions 40 mm, magnetic, 

115 mm, magnetic 

in plastic box

6.30440

  

Accessories

  

Order 
no.

Scaffolding hook 
for SE 2800, SE 4000

for BE 4006, BE 4010

for BHE 20 Compact

Scaffolding hook with simple snap-on 

connection

for hanging the machine securely on 

scaffoldings or ladders

6.25070

Screwdriver holster 
genuine leather; for all screwdrivers

6.31432

Tool balancer 
capacity: 1-2 kg, 2m rope pullout

6.31000

Tool and assembly belt 6.25377

Carry case for impact drills SB 660, 
SBE 660, SBE 705, screwdrivers 
DWSE 6.3, USE 8 
for SB 660, SBE 660, SBE 705

for DWSE 6.3, USE 8

6.25443

NEW
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SCREWDRIVERS

ACCESSORIES FOR THE SCREWDRIVERS 

USE 8 AND DWSE 6.3 
  

Depth-stop sleeves

  

Length
mm

Inner 
diameter
mm

Suitable for 
machine

Order 
no.

77 18 USE 8, DWSE 6.3 6.25352

77 34 USE 8, DWSE 6.3 6.25354

77 24 USE 8, DWSE 6.3 6.25353

77 12 USE 8, DWSE 6.3 6.25351

61 18 USE 8, DWSE 6.3 6.25350

93 21 USE 8, DWSE 6.3 6.25356

93 12 USE 8, DWSE 6.3 6.25355

    

Bit holder
with /4" (6.35mm) hexagonal shank

  

Order 
no.

Overall length: 52 mm

magnetic, with quick clutch

6.25357

Overall length: 57 mm

supplied as standard with this power 

screwdriver non-magnetic

6.25358

Overall length: 75 mm

non-magnetic

6.30560

Overall length: 76 mm

magnetic

6.30630

Overall length: 76,5 mm

magnetic, with quick clutch

6.30648

Order 
no.

Overall length: 42 mm

magnetic, with quick clutch

Standard

Commercially

  

Socket drivers
with 1/4"(6.35mm) external square drive and 1/4"(6.35mm) 

hexagon shank insert
  

Order 
no.

Overall length: 50 mm 6.30142

  

ACCESSORIES FOR THE SCREWDRIVERS 
  

Screwdriver bits with 1/4'' (6.35 mm) -hexagon

  

Overall 
length
mm

Tor-
sion 
bits

Packing 
unit

Order 
no.

Phillips 

Size 1 25 2 6.31520

Size 2 25 2 6.31521

Size 3 25 2 6.31522

Size 1 25 25 6.31547

Size 2 25 25 6.31548

Size 3 25 25 6.31549

Size 4 32 2 6.31523

Size 1 50 2 6.31528

Size 2 50 2 6.31529

Size 3 50 2 6.31530

Size 1 70 2 6.25420

Size 2 70 2 6.25421

Size 3 70 2 6.25422

Phillips "diamond" 

Size 1 25 2 6.31730

Size 2 25 2 6.31731

Size 3 25 2 6.31732

Pozidriv 

Size 1 25 2 6.31524

Size 2 25 2 6.31525

Size 3 25 2 6.31526

Size 1 25 25 6.31557

Size 2 25 25 6.31558

Size 3 25 25 6.31559

Size 4 32 2 6.31527

Size 1 50 2 6.31531

Size 2 50 2 6.31532

Size 3 50 2 6.31533

Size 1 70 2 6.25423

Size 2 70 2 6.25424

Size 3 70 2 6.25425

Pozidriv "diamond" 

Size 1 25 2 6.31733

Size 2 25 2 6.31734

Size 3 25 2 6.31735

for screws with internal torx 

Torx size TX 8 25 2 6.31550

Torx size TX 10 25 2 6.31551

Torx size TX 15 25 2 6.31552

Torx size TX 20 25 2 6.31553

Torx size TX 25 25 2 6.31554

Torx size TX 30 25 2 6.31555

Torx size TX 40 25 2 6.31556

Torx size TX 8 70 2 6.25426

Torx size TX 10 70 2 6.25427

Torx size TX 15 70 2 6.25428

Torx size TX 20 70 2 6.25429

Torx size TX 25 70 2 6.25430

Torx size TX 27 70 2 6.25431

Torx size TX 30 70 2 6.25432

Torx size TX 40 70 2 6.25433
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1) Commercial screwdriver bits (50 mm long)
2) Commercial screwdriver bits (89 mm long)
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SCREWDRIVERS

Overall 
length
mm

Tor-
sion 
bits

Packing 
unit

Order 
no.

for screws with hexagon recess 

Width across flats 1.5 mm 25 2 6.31512

Width across flats 2 mm 25 2 6.31513

Width across flats 2.5 mm 25 2 6.31514

Width across flats 3 mm 25 2 6.31515

Width across flats 4 mm 25 2 6.31516

Width across flats 5 mm 25 2 6.31517

Width across flats 6 mm 25 2 6.31518

for slotted-dead screws 

Groove 0.5 x 4.0 mm 25 2 6.31534

Groove 0.6 x 4.5 mm 25 2 6.31535

Groove 0.8 x 5.5 mm 25 2 6.31536

Groove 1.0 x 5.5 mm 25 2 6.31537

Groove 1.2 x 6.5 mm 25 2 6.31538

Groove 1.6 x 8.0 mm 25 2 6.31539

Groove 0.6 x 4.0 mm 39 2 6.31540

Groove 0.8 x 5.5 mm 39 2 6.31541

Groove 1.0 x 5.5 mm 39 2 6.31542

Groove 1.2 x 6.5 mm 39 2 6.31543

Groove 1.2 x 8.0 mm 39 2 6.31544

Groove 1.6 x 8.0 mm 39 2 6.31545

  

Screwdriver bit assortments
1/4" (6.35 mm) hexagonal shaft 

  

Order no.

Bit box no.1 (10-piece) 
Small plastic case 

comprising of:

Phillips bits, sizes 1, 2 ,3 (1 each size)

Pozidriv bits, sizes 1, 2 3 (1 each size)

bits for slotted screws 0.8x5.5 mm, 

1.0x5.5 mm and 1.2x6.5 mm (1 each)

magnetic bit holder with quick-action 

coupling

6.25390.00

10 bit boxes no.1 (10-piece) 
Loose 

6.25390.70

Bit box no.2 (10-piece) 
Small plastic case 

comprising of:

Pozidriv bits sizes 1, 2 3 

(torsion bits, 1 each size)

Torx bits sizes TX 10, 15, 20, 25, 30 and 40 

(1 each)

magnetic bit holder with quick-action coupling

6.25391.00

10 bit boxes no.2 (10-piece) 
Loose 

6.25391.70

Bit box no.3 (10-piece) 
Small plastic case 

comprising of:

Torx bits 8, 9, 10, 15, 20, 25, 27, 30 and 40 

(1 each)

magnetic bit holder with quick-action 

coupling

6.25392.00

10 bit boxes no.3 (10-piece) 
Loose 

6.25392.70

Bit box no.4 "diamond" (7-piece) 
Small plastic case 

comprising of:

Pozidriv bits, 2x size1, 3x size2, 1x size3 

(diamond)

magnetic bit holder with quick-action 

coupling

6.25393.00

10 bit boxes no.4 "diamond" (7-piece) 
Loose 

6.25393.70

Screwdriver bit assortment (7-piece) 
Self-service packaging 

comprising of:

Phillips bits, sizes 1 and 2 (1 each size)

Pozidriv bits, sizes 1 and 2 (1 each size)

bits for slotted screws 1.0x5.5 mm and 

1.2x6.5 mm (1 each)

magnetic bit holder with quick-action 

coupling

6.31609.00

  

Screwdriver bit sets
1/4" (6.35 mm) hexagonal shaft 

  

Order 
no.

Phillips bit set (3-piece) 
Self-service packaging 

consisting of Phillips bits, sizes 1, 2 

and 3 (1 each size)

6.31560

Pozidriv bit set (3-piece) 
Self-service packaging 

consisting of Pozidriv bits, sizes 1, 2 

and 3 (1 each size)

6.31561

Bit set for slotted screws (3-piece) 
Self-service packaging 

consisting of bits for slotted screws: 

0.5x4mm, 0.6x4.5mm and 0.8x5.5mm 

(1 each size)

6.31562

Bit set (3-piece) 
Self-service packaging 

for slotted screws 1.0x5.5mm, 

1.2x6.5mm and 1.6x8mm

6.31563

  

Hexagon socket for sockets 
with 1/4'' (6.35mm)-hexagon

  

Order 
no.

40 mm long, non-magnetic 
Key width: 7/32" (5.56mm) 6.30741

Key width: 6 mm 6.30742

Key width: 1/4" (6.35mm) 6.30743

Key width: 7 mm 6.30744

Key width: 8 mm 6.30767

Key width: 3/8" (9.53mm) 6.30745

Key width: 10 mm 6.30768

Key width: 13 mm 6.30797

40 mm long, magnetic 
Key width: 7/32" (5.56mm) 6.30734

Key width: 6 mm 6.30735

Key width: 1/4" (6.35mm) 6.30736

Key width: 7 mm 6.30737

Key width: 8 mm 6.30738

Key width: 3/8" (9.53mm) 6.30739

Key width: 10 mm 6.30740

65 mm long, non-magnetic 
Key width: 6 mm 6.30265

Key width: 7 mm 6.30266

Key width: 8 mm 6.30267

Key width: 9 mm 6.30268

Key width: 3/8" (9.53mm) 6.30544

Key width: 10 mm 6.30269

Key width: 12 mm 6.30270

Key width: 13 mm 6.30271

65 mm long, magnetic 
Key width: 6 mm 6.30746

Key width: 1/4" (6.35mm) 6.30747

Key width: 7 mm 6.30748

Key width: 8 mm 6.30749

Key width: 9 mm 6.30750

Key width: 3/8" (9.53mm) 6.30751

Key width: 10 mm 6.30752

Key width: 12 mm 6.30753

Key width: 13 mm 6.30754

Normal sockets

Length Internal 
square recess

Hexagon 
shank

approx.  

25 mm

1/4" 

(6,35 mm)

Standard

Commercially

approx. 

34 mm

1/4" 

(6,35 mm)

Standard

Commercially

approx. 

50 mm

1/4" 

(6,35 mm)

Standard

Commercially
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