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PULLERS

1 3 140 147 18 1,6

2 4 180 200 18 3

3 4 260 250 18 3,9

n° Power a b O �
t max mm max mm mm Kg

451 N
Outside pullers with
three jaws
– Model with self-locking jaws 
– Safety pin 
– Possibility of using with two

jaws 
– Carbon steel pressure screw 
– Chrome Vanadium steel body 
– Chrome plated and burnished

finish

451 NA
Spare jaws 1

2

3

n°

1 23 ÷ 130 140 18 1,3

2 50 ÷ 170 190 18 2,5

n° a b O �
mm max mm mm Kg

451 NT
Inside pullers with three
jaws
– Model with self-locking jaws 
– Safety pin 
– Possibility of using with two

jaws 
– Carbon steel pressure screw 
– Chrome Vanadium steel body 
– Chrome plated and burnished

finish

451 NTA
Spare jaws 1

2

n°

451 NB
Spare
pressure
screws

1 N1-NT1

2 N2-NT2

3 N3

n° 451

The innovative self-centering and self-tightening system allows
for easier positioning and greater speed as well as added
simplicity of use.
Should the maximum torsion level be exceeded, the breaking
of a metal pin guarantees the safety of the user and the tool.

Pullers: Safety and simplicity of use
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PULLERS

1 85 70 14 0,4

2 130 110 17 2,2

3 230 170 24 5,2

4 300 240 24 5,6

5 420 240 32 12,2

6 680 295 32 16

n° a b O �
max mm max mm mm Kg

452
Outside pullers with three
jaws
– Model with self-locking jaws 
– Carbon steel pressure screw 
– Chrome Vanadium steel

body 
– Zinc Chrome plated and

burnished finish 
– Sizes 5 and 6 can be

transformed from
mechanical to hydraulic
pullers by replacing the
pressure screw by hydraulic
screw 452 IB

452 B
Spare pressure
screw

5 20 420 240 17-24 12,4

6 20 680 295 17-24 16,2

n° Power a b O �
t max mm max mm mm Kg

452 I
Hydraulic outside pullers
with three jaws
– Model with self-locking jaws

and hydraulic pressure
screw for rapid and
effortless extractions 

– Chrome Vanadium steel
body 

– Zinc Chrome plated and
burnished finish

5-6

n°452 IB
Spare hydraulic
pressure screw

1

2

3

4

5

6

n°452 A
Spare jaws
– For 452 and

452 I
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PULLERS

0 65 70 14 0,4

1 90 110 17 0,9

2 130 110 17 1

3 175 165 22 2,8

4 220 165 22 3

5 270 220 32 7,5

6 340 220 32 8,2

n° a b O �
max mm max mm mm Kg

454 N
Outside pullers with
two jaws 
– Model with sliding jaws 
– Carbon steel pressure

screw 
– Chrome Vanadium steel

body 
– Chrome plated and

burnished finish

0

1-2

3-4

5-6

n°454 NA
Spare jaws

454 NB
Spare pressure
screw

454 N/S7
Set of seven pullers (454 N/0÷6)
– Supplied with sheet steel display stand     � 21 kg

454 N/SV7
Empty display stand

60 40 160

a b �
max mm max mm gr

462
Outside puller with
two jaws
– Model with oscillating jaws

and self-tightening spring 
– Carbon steel pressure screw 
– Carbon steel body 
– Zinc Chrome plated and

burnished finish
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PULLERS

1 2,6 50 70 0,5

2 2,6 100 100 0,9

3 2,6 110 130 1,3

n° Power a b �
t max mm max mm Kg

465
Outside pullers with
two jaws

1 6÷8 M8 12 28

2 8÷10 M8 12 30

3 10÷13 M8 12 42

4 13÷18 M8 12 68

5 18÷22,5 1/2” 17 140

6 22,5÷30 1/2” 17 300

7 30÷38 1/2” 22 545

8 38÷50 1/2” 32 1215

9 50÷60 1/2” 32 1425

n° a b O �
ø mm mm gr

468 C
Inside expansion
pullers
– Conically expanding model

for use in combination with
support 468 D or slide
hammer 468 E 

– Chrome Vanadium steel 
– Burnished finish

– Model with self-locking jaws 
– Safety hook 
– Carbon steel pressure

screw 
– Chrome Vanadium steel

body 
– Chrome plated and

burnished finish

1 1÷4 30÷100 M8 6-13 0,8

2 5÷9 40÷110 M16 11-24 1,8

3 5÷9 70÷200 M16 11-24 2,4

n° 468 C a b O �
max mm mm mm Kg

468 D
Supports for expansion pullers
– Model with sliding legs for

use in combination with
pullers 468 C 

– Carbon steel pressure screw
and legs 

– Chrome Vanadium steel
body 

– Zinc Chrome plated and
burnished finish
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PULLERS

9 Inside expansion pullers 468 C/1÷9

2 Supports for expansion 468 D/1-3

pullers

pcs description art./size

468 KS11
Assortment in sheet steel case

a 470x310x75     � 9,5 kg

468 KS7
Assortment in sheet steel case

a 470x310x75     � 6,5 kg

5 Inside expansion pullers 468 C/3÷7

2 Supports for expansion 468 D/1-3

pullers

pcs description art./size

0 1÷4 M8 0,2 0,4

1 5÷9 1/2” 1 1,6

2 5÷9 M16 1,6 2,7

n° 468 C connection mass �
Kg Kg

468 E
Slide hammers
– For use in combination with

pullers 468 C 
– Carbon steel body 
– Chrome plated and

burnished finish

1-2 45 150 17 1

3 85 200 22 3,3

4 100 300 22 6,2

5 150 300 32 8,8

n° a b O �
mm max mm mm Kg

472
Bar-type pullers for separators
– Model with sliding legs for use 

in combination with separators 
472 A 

– Carbon steel pressure screw and
legs 

– Chrome Vanadium steel body 
– Zinc Chrome plated and

burnished finish

1 10÷60 M12 17 0,4

2 15÷75 M12 19 0,8

3 30÷115 M16 24 1,7

4 40÷150 M20 30 3,8

5 60÷210 M20 36 6,7

n° a b O �
mm mm mm Kg

472 A
Separators
– For extracting parts which do not

allow use of traditional extractors.
Insert between the object and its
mounting, create distance
between the parts. The extraction
can then be completed by
connecting the separator 
to a bar-type puller 472 

– Carbon steel pressure screws 
– Chrome Vanadium steel body 
– Zinc Chrome plated and 

burnished finish
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PULLERS

1 20÷95 180 13 0,35

2 37÷130 390 19 1

n° a b O �
mm max mm mm Kg

474
Bar-type pullers for ball bearings
– Model with sliding legs for use in

combination with tips 474 K 
– Carbon steel pressure screw and legs 
– Carbon steel body 
– Zinc Chrome plated and burnished

finish

Special pullers for caged ball
bearings
– This method of pulling is indispensible when

using traditional pullers is not possible.
– It can be used for whichever kind

of construction (internally or externally fixed
bearings).

– Depending on the diameter of the ball,
a pair of tips is available in the two
suggested sets.

Positioning

Drill two
diametrically
opposite holes.

Bend back the ends
of the cage.

Insert the two tips,
rotate them 90°
degrees and screw
down the puller.

1 5,5 M6 23

2 6,1 M6 25

3 8 M6 29

4 9 M10 38

5 11 M10 42

6 12,5 M10 44

n° a M �
mm ø mm gr

474 K
Tips
– Set of two tips 
– Carbon steel 
– Zinc Chrome plated finish

1 Bar-type puller for 474/1

ball bearings

1 Extension 474 C/1

1 Extension 474 CL/1

3 Tips 474 K/1-2-3

pcs description art./size

474 S1
Assortment in sheet steel box (6 pcs)

a 241x117x49 mm     � 1,25 kg

1 Bar-type puller for 474/2

ball bearings

1 Extension 474 C/2

1 Extension 474 CL/2

3 Tips 474 K/4-5-6

pcs description art./size

474 S2
Assortment in sheet steel case (6 pcs)

a 337x178x49 mm     � 2,85 kg

6004 ÷ 6010       6200 ÷ 6205       6300 ÷ 6302

bearings ISO

6011 ÷ 6014      6206 ÷ 6211      6303 ÷ 6307      6403 ÷ 6404

bearings ISO

CAP_8_GB_2abozza  14-09-2005  13:38  Pagina 219



220

PULLERS

6 25 65 22 160

7 25 65 22 160

8 25 65 22 160

9 29 75 22 220

10 29 75 22 220

10,5 29 75 22 220

11 29 75 22 220

12 29 75 22 220

14 34 75 22 300

16 34 75 22 300

for stud bolts a L O �
M ø mm mm mm gr

459/1
Roller-type pullers for
stud bolts
– For inserting or

extracting stud bolts
without damaging the
threads 

– 1/2” female square drive 
– Chrome Vanadium steel 
– Polished Chrome plated

finish

459/1 SE10
Set of ten roller-type pullers

(459/1 M6÷M16)     � 2,1 kg

459/1 S4
Set of four roller-type pullers
(459/1 M6-M8-M10-M12)

– Supplied in sheet steel box

a 235x90x35 mm     � 1,1 kg

5÷20 52 48 22 385

capacity a b O �
ø mm ø mm mm mm gr

459
Cam-type puller for stud
bolts
– Model with male hexagonal drive 

for inserting or extracting stud bolts
– Chrome Vanadium steel 
– Chrome plated and burnished

finish

459 A
Spare roller

1 3÷6 5÷10 22 14 9 94 12 90

2 5÷9 8÷16 30 20 11 118 14 170

3 9÷16 16÷24 45 32 14 150 19 360

4 12÷18 19÷27 57 39 16 175 21 610

n° for nuts W a b c L O �
M mm mm mm mm mm mm gr

490
Nut splitters
– For splitting and

removing seized nuts
without damaging the
screws 

– Carbon steel wedge 
– Chrome Vanadium steel

body 
– Chrome plated and

burnished finish

1

2

3

4

n°490 A
Spare wedges
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PULLERS

1 3÷4 1,8 1,4 3,6 50 2,7 3

2 5÷7 3,2 2,1 4,9 57 3,8 7

3 8÷10 4,5 3,1 6,5 64 4,9 14

4 11÷14 6,5 4,8 8,8 71 7 27

5 16÷18 8,5 6,2 11 79 9 46

6 18÷24 11,8 9,4 15 85 12 95

7 24÷33 15,3 12,7 19 92 14,5 165

8 33÷45 20 17,5 24 100 18 285

n° for bolts hole a b L y �
M ø mm mm ø mm mm gr

458
Conical extractors for
broken bolts and stud
bolts
– For removing broken stud

bolts without surface to
grip 

– Chrome Vanadium steel 
– Satin and burnished finish

458 S5
Set of five conical extractors (458/1÷5)

– Supplied in plastic box     � 125 gr

458 S6
Set of six conical extractors (458/1÷6)

– Supplied in plastic box     � 230 gr

458 S8
Set of eight conical extractors (458/1÷8)

– Supplied in plastic box     � 720 gr

30 35 5 260 19 2

Power a b L O �
t mm mm mm mm Kg

466 N
Hydraulic jack
– Universal model to insert between the

pressure screw of the puller and the
hub when developing high force is
required 

– Safety pin against accidental overload
(breaking load 110 Nm) 

– Carbon steel body 
– Zinc Chrome plated and 

burnished finish 
– Supplied with two safety pins

460 A
Set of extractors for stud bolts
– Stud bolt capacity Ø 6÷14 mm
– Supplied in plastic box

a 165x130x25 mm     � 540 gr

Usage
Correctly align the load
and secure a good axis

Piston Overthrust
When the allowed
torsion is exceeded, the
safety pin breaks

Piston repositioning
Release the pressure by
unscrewing and
repositioning the piston
using lock-grip pliers or
a vice
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